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 The diagram below was drawn by the author and is shown as a visual guide or technical drawing.  The drawing shows a 3 riser front entry 
stoop with 7-3/4” risers from a front elevation.  The ground is detailed in outlined dots.  The 36” horizontal with 30” vertical box on the right shows the 
area in which the code change submits the measurements should be taken.  The 32-3/4” vertical point shows the deepest point within the 36” 
horizontal edge measurement.  The left side of the stoop is shown not over 30” in height and thus no guard required.   

 
Thus if this stoop was on a facility it would require a guard be installed on the right side only as the left side is not 30 inches or more deep. 
 
Cost Impact: The code change proposal will not increase the cost of construction. 
 
Public Hearing: Committee:   AS   AM   D 
    Assembly:   ASF  AMF  DF 
 
 

E8507/08   
1013.1, 1013.1.1 (New), 1013.2, 1013.3, 1013.5, 1013.6 (IFC [B] 1013.1, [B] 1013.1.1 (New), [B] 
1013.2, [B] 1013.3, [B] 1013.5, [B] 1013.6); IRC R312.1, R312.2 
 
Proponent: Paul K. Heilstedt, P.E., Chair, representing ICC Code Technology Committee (CTC) 
 
THESE PROPOSALS ARE ON THE AGENDA OF THE IBC MEANS OF EGRESS AND THE IRC 
BUILDING/ENERGY CODE DEVELOPMENT COMMITTEE AS 2 SEPARATE CODE CHANGES.  SEE THE 
TENTATIVE HEARING ORDERS FOR THESE COMMITTEES. 
 
PART I – IBC MEANS OF EGRESS 
 
1.  Revise as follows:  
 

SECTION 1013.0  
GUARDS 

 

1013.1 (IFC [B] 1013.1) (Supp) Where required. Guards shall be located along open-sided walking surfaces, 
including mezzanines, equipment platforms, stairways, stairs, ramps and landings, that are located more than 30 
inches measured vertically to the floor or grade below at any point within 36 inches ( 914 mm) horizontally to the edge 
of the open side above the floor or grade below.. Guards shall be adequate in strength and attachment in accordance 
with Section 1607.7.  Where glass is used to provide a guard or as a portion of the guard system, the guard shall also 
comply with Section 2407. Guards shall also be located along glazed sides of stairways, ramps and landings that are 
located more than 30 inches (762 mm) above the floor or grade below where the glazing provided does not meet the 
strength and attachment requirements in Section 1607.7. 
 

Exception: Guards are not required for the following locations: 
 

1. On the loading side of loading docks or piers. 
2. On the audience side of stages and raised platforms, including steps leading up to the stage and raised 

platforms. 
3. On raised stage and platform floor areas such as runways, ramps and side stages used for entertainment 

or presentations. 


