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The following are errata to the ICC A117.1 2008 - First 
Public Comments Draft dated February 2008. 

 
 
 
 
 
Replace Item #61, Sections 408.3.3, 408.3.3.1 and 408.3.3.2 with the 
following: 
 

408.3.3 Door Location and Width. Car doors shall provide a clear opening width of 32 inches 
(815 mm) minimum. Car doors shall positioned at a narrow end of the car comply Section 
408.3.3.  

 
408.3.3.1 Cars with Single Door or Doors on Opposite Ends. Car doors shall positioned at the 
narrow end of cars with single door and on cars with doors opposite ends. Doors shall provide a 
opening width of 32 inches (815 minimum.  

 
408.3.3.2 Cars with Doors on Adjacent Sides. Car doors shall be permitted to located on 
adjacent sides of cars that provide an 18 square foot (1.67 m2) platform. Doors located on the 
narrow end of cars provide a clear opening width of 36 inches (815 mm) minimum. Doors located 
on long side shall provide a clear opening width of 42 inches (1065 mm) minimum and be located 
as far as possible from the door. 
 
EXCEPTION: Car doors that provide a clear opening width of 36 inches (915 mm) minimum shall 
be permitted to be located on adjacent sides of cars that provide a clear floor area of 51 inches 
(1295 mm) in width and 51 inches (1295 mm) in depth. 
 
(Posted: February 15, 2008) 

 
 
Replace Item #68, Sections 410.5, 410.5.1 and 410.5.2 with the following: 
 
(Item #68) 
410.5 Clear Floor Space. Clear floor space in platform lifts shall comply with Section 305 410.5.  

 
410.5.1 Lifts with Single Door or Doors on Opposite Ends. Platform lifts with a single door or 
with doors on opposite ends shall provide a clear floor width of 36 inches (915 mm) minimum and 
a clear floor depth of 48 inches (1220 mm) minimum.  

 
410.5.2 Lifts with Doors on Adjacent Sides. Platform lifts with doors on adjacent sides shall 
provide a clear floor width of 42 inches (1065 mm) minimum and a clear floor depth of 60 inches 
(1525 mm) minimum.  

 
Exception: In existing buildings, platform lifts with doors on adjacent sides shall be permitted to 
provide a clear floor width of 36 inches (915 mm) and a clear floor depth of 48 inches (1220 mm) 
provided that the side door is located as far as possible from the end door and it has a low energy 
power operated door. 
 
 
(Posted: February 15, 2008) 
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Replace Section 1002.5 with the following: 
 
(Items #244, #246, #249) 
1002.5 Doors and Doorways. The primary entrance door to the unit, and all other doorways 
intended for user passage, shall comply with Section 404. 
 
 EXCEPTIONS:  

1.  Existing doors to hospital patient sleeping rooms shall be exempt from the requirement for 
space at the latch side provided the door is 44 inches (1120 mm) minimum in width. 
2. In toilet rooms and bathrooms not required to comply with Section 1002.11, maneuvering 
clearances required by Section 404.2.3 are not required on the toilet room or bathroom side 
of the door. 
3.  A turning space between doors in a series as required by Section 404.2.5 is not required 
within dwelling or sleeping units. 
4.  Storm and screen doors serving individual dwelling or sleeping units are not required to 
comply with Section 404.2.5. 
5.  Communicating doors between individual sleeping units are not required to comply with 
Section 404.2.5. 

6. At other than the primary entrance door, where exterior space dimensions are less than 
the required maneuvering clearance, door maneuvering clearance is not required on the 
exterior side of the door. 

 
(Posted: February 26, 2008) 

 


